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Start 



f New sensitive data arrives 
I at enterprise server 



Event trigger in server-side 
application adapter sends 
notification message to 
server stack 



Server stack formats 
notification message and 
"pushes" notification 
message to wireless 
gateway 



Wireless gateway formats 
and "pushes" notification 
message to wireless client 



Client stack receives and 
forwards notification 
message to client-side 
application adapter 



Client-side application 
adapter initiates "pull" 
request 



f Client-side application a 
adapter holds "pull" request 
and checks volatile memory 

for authentication 
V information j 



End 
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f New sensitive information 
forwarded to corresponding J 
V application 
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Client stack forwards new 

sensitive data to 
corresponding client-side 
application adapter 
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[ Client stack "pulls 1 ' new 

sensitive data from 
V enterprise server 
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Wireless Client 
( authenticated and secure 
V_ session established 
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/ Client stack sends "pull" 
\request to enterprise server, 
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Client-side application 
adapter forwards "pull 
request to client stack 
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NO> /User enters authentication^ 
\. information J 
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FIGURE 6 



Start 



User creates new sensitive 
data and selects an option 
to forward new sensitive 
data to enterprise server 
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New sensitive data 
forwarded to corresponding 
client-side application 
adapter 



Client-side application 

adapter holds the 
forwarded new sensitive 
data and checks volatile 
memory authentication 
information 
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' Client-side application ^ 

adapter modifies and 
forwards new sensitive data 
v to client stack 
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End 
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Application processes new 
sensitive data 




ST 132 



User enters authentication 
information 



f Server-side application \ 

adapter modifies and 
forwards new sensitive data 

to corresponding 
v application J 
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/CM 



Client stack sends "push" 
Request to enterprise server, 




Server stack forwards new" 

sensitive data to 
corresponding server-side 
application adapter y 
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f Wireless Client 

authenticated and secure 
\ ^ session established 



Client stack pushes new 
-H sensitive data onto server 
stack 
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